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Myongjeon wire Co., Ltd.
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Name of Company Myong Jeon Wire Co.,Ltd
CEO Tae Eye. Park
Corporation Establishment 14th July 2005
Products Insulated Copper, Aluminium Rectangular Wire
Address First Plant)
2 NA 109, SIHWA INDUSTRIAL COMPLEX, JEONGWANG-DONG
1255-8, SIHEUNG-SI, KYUNGKI-DO, KOREA
Second Plant)
3 BA901-1, SIHWA INDUSTRIAL COMPLEX, JEONGWANG-DONG
2205-18, SIHEUNG-SI, KYUNGKI-DO, KOREA
Web Site www.mjwire.net

e-mail

mj5590@hanmail.net
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Second Plant

Organization
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Product Information =

Aluminium Rod

Nominal Dia 8.0 £ 0.38m

Purity Copper :99.90% (Avr. 99.97%)

Conducticity Oxygen : 250~400 ppm (Avr.300ppm)

Elongation Min. 61.3%(at 20)

Tensile Strenght | Min. 3.0%

Standard Max. 6~16 Kgf//mm?2

Nominal Dia95+05Tm
Purity Aluminm :99.50%
Conducticity Nin. 61.3%(at20)
Elongation Min. 3.0%

Tensile Strenght Max. 6 ~16 Kgf//mm?

ASTM B49
Standard Customers
Requirement
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MYONGJEON WIRE Co., Ltd.

Product Information
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Tough Pitch ¢! SCR(&=%E 99.96%)
0t DEAOl UR0|F IngotS AHESH AL-
Rod(z&=k 99.50%)02 Het7| 2X7|, 3
7|, YX™7|, 2, 2EAE PSEX| S
7171719 HME TYU= A& O, 5t
Kraft, Thermal Upgrade Kraft(L{E&
X)), Nomex, Lumirror, Kapton(Polymide
Film) & ISt HASSS AMESI0 27|17
719 E40|| M2t MESS Mt 2 Seotl QL
SLCH

Tough Pitch - SCR (99.96% purity) and AL-
Rod (99.50% purity) used with high quality
aluminum Ingot for transformers, welding
machines, rotary machines, generators,
motors, electrical equipment, such as
electric railroad, etc winding coil is used,
and also Kraft, Thermal Upgrade Kraft (Heat
Insulating Paper), Nomex, Lumirror, Kapton
(Polymide Film) and various insulating
materials are used, depending on the
property of the electrical equipment and
supply products.
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TZtM / Rectangular Wire 3t M / Round Wire = H|O|Z / Copper Foil Tape

(—'.:— A ) 1.00 mm~6.00 mm (—'.:— H 2)0.50 mm ~ 3.00 mm
Thinkness Thinkness,

®1.60 ~®12.00
Z 1240 mm~25.00 mm mm i Z:9.00 mm~28.00 mm
(Width) (Width)
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Product Information = 2

[ Taping

[ HHZF / Insulation Material j

Ut 322 E HAHX|
Kraft Paper

LAY
Polyester Film with Dupont Nomex®

CiO|Ok=EX]
Dianmond Dotted Insulation Paper

g HAX|
Heat Resisting Paper

06 MYONG JEON Wire

F0[2kX]
Lumirror Paper

e

Kapton Film (Polyimide Film)

OZHI|EX]|
Aramid Fiber Paper
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A HA S XA H|O|Z
Nomex Paper Covered Copper Foil Tape



MYONGJEON WIRE Co., Ltd.

Product Information

K- A TZEM / Covered Rectangular Wire

L HOHR| Hzp LA B Uttt HOIX| L7 W= HO HZIN
Heat Resisting Tape Covered Dupont Nomex Covered Kraft Paper Covered Kapton Film Covered

Rectangular Wire Rectangular Wire Rectangular Wire Rectangular Wire
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XEA BAHL2 20 U HAV|NMRE sS4 HYY|, @i7], S|, 87|, AAMLE7| 5 H7|1717129 &
MELE MEED H7|7|7|9| E8E &2 RS2z EelguU.

Paper-covered round / rectangular wire has Electrical property and resistance to short circuit shock. It is
suitable for winding in oil-immersed transformers and reactors, etc.

4 HH HAM2 YR, fEHR SC& Tapmgé < i+ HEE EI'-PEM ZHaL HOES FHEAA At
H=EHECE Hatdd 3 WHsE 80| 275 = 7|, 887, S+2H UH7| S0 SS=ELL.

Special insulation materials, such as Glass yarn, Polyester-Glass yarn and Kapton, are lapped on bare
conductors / tube or enameled wire for both rectangular and round wire and then, impregnated with epoxy.

O|MEH AF2ZA0| [t LHEY, QY S0 XEst HASES AFRot0] T2 E= S0l 02 Q71 2 K= AH0
w2k 1/2, 1/352E 1/167HX|(1KC ~ 16KC) MHAZE Tapingdtod M SLCH.

Our paper insulated rectangular wire is used as winding coil in electric devices including EHV large
transformers as well as medium to small transformers, generators, motors and welders; and supplied after
taping various insulating papers suitable for heat & oil resistance depending on the conditions of the use.
Insulating can be offered in various ways such as overlap butt-lap interlock taping as request by customers.
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Retail Products ==

AFX] AIEIW — A / SAMJIN AIEIW - A

AZIAIEIW - A (MW-35A)

Polyester - Imide Overcoated with
Polyamide - Imide Enameled round Aluminium wire
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The product has excellent properties of solvent
resistance, thermal stability, high heat resistance,
high heat shock, high cut through, resistance to
radiation and resistance to refrigerant. Widely used
in electromagnetic coils, refractory transformers,
power tools, special motors, compressors, etc.

MA7HS 72 (Dimension) :
@ 0.40 mm~ @ 3.50 mm
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MYONGJEON WIRE Co., Ltd.

Retail Products

ZHUAL S A|E / WONIL Copper Foil

AN

12 At Tough Pitch Copper Roll

O 3 == 99.90% 0149 11005 A= 7135
0 M719F 29 HM=gol 20 MAY, E2Y /I54, U
AY, 20| FoH HES22M 24HE AR(X|, 0],
A7), UL, HYY|, EHA RE2E LI E
=, NSA 7| A ERA 3|2 SlelsY NEYA S
Chet M OOl AR & AS T

Excellent conduction of electricity and heat,
ductility, drawing process ability, anticorrosiveness,
and weather resistivity.

Electricity : various Switches, Relays, Circuit
Breakers, Switchgears, Transformers, various
Transmitters, Coil and Parts for induction furnaces.
Cars : Overall Length Machines, Transcircuits.
Chemical Industry : Containers, Tanks.
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By the burrs on the edges of the insulating paper
and the roll or by the reduction of insulation effect
due to edge effect taking place in the installation
work or under use, for transformers have not
been applied the round edge process, but to meet
customers' demands for high quality products, we
are operating the edging machine and the chip
remove machine.
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Major Customers == s

DONGBANG]

LS ELPOWERTEC AU (F)

— ELECTRIC PONER TECANOLOGY KOREA 00,0 JUNGWON ELECTRICINDUSTRY €0, LTD.
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